G-Tape Recommendation Cardboard

Recommendation G-Tape

N 5 Material Thickness Creasing Rule
ei erm . y
S (mm) Thickness x Height Item Code Thickness Channel Width
50g 0.063-0.065 2 pt (0.7 mm)x23.5 A-0308 0.3 0.8
180¢g 0.22-0.23 2pt(0.7mm)x23.5 A-0312 0.3 1.2
200¢g 0.26-0.27 2pt(0.7mm)x23.5 A-0312 0.3 1.2
230g 0.29-0.30 2 pt (0.7mm)x23.5 A-0313 0.3 1.3
270g 0.34-0.35 2pt(0.7mm)x23.4 A-0414 0.4 1.4
300¢ 0.39-0.40 2 pt(0.7mm)x23.4 A-0415 0.4 1.5
2 pt (0.7 mm)x23.3 A-0516 0.5 1.6
350¢g 0.44-0.46
3 pt (1.05 mm)x23.3 A-0519 0.5 1.9
2 pt (0.7 mm)x23.3 A-0517 0.5 1.7
400¢g 0.50-0.52
3 pt (1.05 mm)x23.3 A-0520 0.5 2.0
2 pt (0.7 mm)x23.2 A-0619 0.6 1.9
450¢g 0.57-0.59
3 pt (1.05 mm)x23.2 A-0622 0.6 2.2
2 pt (0.7 mm)x23.2 A-0620 0.6 2.0
500¢g 0.63-0.65
3 pt (1.05 mm)x23.2 A-0623 0.6 2.3
3 pt (1.05 mm)x23.1 A-0725 0.7 2.5
550 g 0.70-0.72
4pt(1.4mm)x23.1 B-0727 0.7 2.7
3 pt (1.05 mm)x23.0 A-0827 0.8 2.7
600 g 0.76-0.78
4pt(1.4mm)x23.0 B-0830 0.8 3.0

Note: These recommendations may vary slightly because of material quality.

Channel Width (C) =
2 x Thickness of Material (B) + Thickness of Creasing Rule (A)

Example calculation:
Scenario: Weight per m?=270g - A=2 pt (0,7 mm), B=0,35 mm
C=2x035mMm+0,7mm=0,7mm+ 0,7 mm

C=1,4mm
Selection:
1.2 pt=A-Type 2.B=0,35mm 3.C=1,4mm
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G-Tape Recommendation Corrugated Board

Parameter Combination Creasing Rules
Flute Diecutting side M.aterial .Cutting BUIE 2 pt 3 pt 4 pt 6 pt 8 pt
Thickness Height x Thickness

F Printed 0.8 mm 23.0x3/4 pt *A-0622 | A-0623 B-0627

F Inner 0.8 mm 23.0x3/4 pt *A-0623 | A-0623 B-0627

E Printed 1.5 mm 23.0x4 pt A-0624 B-0627 C-0832

E Inner 1.5 mm 23.0x4 pt S-0627 B-0630 C-0835
E-laminated Printed 1.5 mm 23.0x4 pt A-0827 B-0830 C-0835
E-laminated Inner 1.5 mm 23.0x4 pt S-0630 B-0632 C-0835

B Inner 3.0mm 23.0x4/6 pt S-0830 B-0835 C-0840 D-0850
B-laminated Inner 3.0mm 23.0x4/6 pt S-0830 B-0835 C-0840 D-0850

C Inner 4.0 mm 22.9x4/6 pt S-0835 B-0840 C-1040 D-1050

FE Inner 2.3 mm 23.1x3/4 pt S-0827 B-0832 C-0840 D-0850

EE Inner 3.0mm 23.0x4/6 pt S-0830 B-0835 C-0840 D-0850

EB Inner 4.5 mm 22.8x6/8 pt *B-0840 | C-1050 D-1060

EC Inner 5.5mm 22.7 x6-8 pt *B-0845 | C-1050 D-1060

BC Inner 7.0 mm 22.2/22.3x6/8 pt *B-1045 | C-1050 D-1070

*Only applied iftools equiped with corresponding creasing rules are used

Note: These recommendations may vary slightly because of material quality.

Channel Width (C) =
2,2 x Thickness of Compressed Material (B) + Thickness of Creasing Rule (A)

Example calculation:
Scenario: B-Flute > A =8 pt (3,0 mm), B=0,8 mm
C=22x08mMmm+3,0mm=1,76 mm + 3,0 mm

C=4,76 mm=5,0 mm i‘_
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Selection: 4

1.8 pt=D-Type 2.B=0,8mm 3.C=5,0mm
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